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	MFS CSRD Referral Form BE05 
Smoke Management System Details
	Community Safety & Resilience Department 
99 Wakefield St, Adelaide | +61 8 8204 3611
mfs.communitysafety@eso.sa.gov.au



OFFICIAL

MFS CSRD Referral Form BE05	Smoke Management System Details	Project Name
· To be completed and forwarded to the MFS Community Safety and Resilience Department with the completed MFS Referral Form BE01 for the project.
· The MFS is unable to commence the fire authority comment and report process until all entries in this form are completed.  Where an entry is not relevant, please enter “Not Applicable” or “NA”.  If an entire section or table is not applicable, please delete that section/table from the submitted form.  An incomplete form will not be accepted.
· This form has been provided in Microsoft Word format for your convenience and to assist in expediting the referral process.  Once downloaded from the website it is no longer a controlled document.  Please ensure the latest version of the form is being used, available at:  
https://www.mfs.sa.gov.au/community/building-and-commercial-fire-safety/compliance-and-regulation/pdi-regulation-45-building-design-consultation 

Details of Development
	Development Application Number:
	

	Development Reference Name:
	Project Name

	Premises Address:
	

	Date of referral:
	



NOTES:	
1. Where a table is not relevant, please delete the entire table from the submitted form.
2. Where a field within a table is not relevant, please enter “NA” in the field.
3. Please add additional table fields as necessary (e.g. copy and paste relevant table rows to add information for additional Smoke Zones in the Mechanical Smoke Exhaust System table as required for the system to be installed).


Mechanical (Hot Layer) Smoke Exhaust System

	☐  Performance Solution/s applicable
	Relevant Performance Solutions:

	Number smoke exhaust zones:
	

	Smoke Zone 1
	<Name of area> e.g. Mall

	No. smoke reservoirs in zone:
	

	No. smoke spill fans:
	

	Smoke spill fan capacity (individual):
	 m3 

	Total zone exhaust:
	 m3 

	Make up air via:
	

	Smoke Zone 2
	<Name of area>

	No. smoke reservoirs in zone:
	

	No. smoke spill fans:
	

	Smoke spill fan capacity (individual):
	 m3 

	Total zone exhaust:
	 m3 

	Make up air via:
	

	Smoke Zone 3
	<Name of area>

	No. smoke reservoirs in zone:
	

	No. smoke spill fans:
	

	Smoke spill fan capacity (individual):
	 m3 

	Total zone exhaust:
	 m3 

	Make up air via:
	

	Smoke Zone 4
	<Name of area>

	No. smoke reservoirs in zone:
	

	No. smoke spill fans:
	

	Smoke spill fan capacity (individual):
	 m3 

	Total zone exhaust:
	 m3 

	Make up air via:
	




	Smoke Baffles

	☐  Permanent smoke baffles
	Depth:  

	☐  Smoke curtains
☐  Fire curtains
	Depth:  
Activated by:  

	
	☐  Guide rails
	☐  Fail safe closed

	Other details:
	

	Other information:
	

	Additional comments re system controls:
	

	Fire fan control panel at FDCIE:
	Choose an item.
	Tactical fire plan / block plan to include smoke exhaust fan (SEF) locations:
	Choose an item.
	Essential power provided:
	Choose an item.
	Other details:
	




Natural Smoke Ventilation System

	☐  Performance Solution/s applicable
	Relevant Performance Solutions: 

	Number smoke ventilation zones:
	

	Ventilation achieved via:
	Choose an item.
	Other information / details:
	

	Permanent Ventilation Openings

	Floor area served:
	 m2

	Minimum free area of opening/s:
	☐  at least 1.5% of floor area
 m2

	Low level make-up air:
	☐  at least 1.5% of floor area

	Make-up Air

	Type:
	Details / Method:  

	☐  Low level
	

	☐  Permanent openings
	

	☐  Automatic opening
	

	☐  Manual operation required
	

	☐  Perforated roller shutters
	Open free area:  

	Total area of make-up openings
	 m2 

	Smoke Baffles

	☐  Permanent smoke baffles
	Depth:  

	☐  Smoke curtains
☐  Fire curtains
	Depth:  
Activated by:  

	
	☐  Guide rails
	☐  Fail safe closed

	Other details:
	





Other Building Smoke Management Systems

	☐  Performance Solution/s applicable
	Relevant Performance Solutions:

	☐  Exit/Stairwell pressurisation system
	Installed in accordance with AS 1668.1-2015

		Maximum design number doors open to fire 	affected 	compartment:
	Stair 1:  
Stair 2:  

	☐  Zone pressurisation system
	Installed in accordance with AS 1668.1-2015

	☐  Car stacker smoke control system
	☐  Mechanical ventilation system (Refer Mechanical Exhaust System Table)
☐  Naturally ventilated

	☐  Permanent smoke baffles
	Depth:  

	☐  Smoke curtains
☐  Fire curtains
	Depth:  
Activated by:  

	
	☐  Guide rails
	☐  Fail safe closed

	Fire fan control panel at FDCIE:
	Choose an item.
	Essential power provided:
	Choose an item.
	Other systems/details:
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